
SECTION 15  SIGN INSTALLATION       
 
15-01 GENERAL 
 
This work shall consist of furnishing and installing street signs in accordance with the 
Plans and these Standard Specifications. 
 
15-02 MATERIALS 
 
Sign posts shall be two inch diameter, standard galvanized pipe. 
 
Mounting hardware for signs shall conform to the applicable requirements and 
specifications shown and noted on Caltrans Standard Plans S41 through S49. 
 
15-03 CONSTRUCTION 
 
Warning and regulatory signs shall conform to Chapter 4 of the Caltrans Traffic Manual.   
 
Signs shall be installed in accordance with the Standard Plans and at locations shown 
on the Plans. 
 
All existing signs shall be maintained until they have been relocated or replacement 
signs are installed. 
 
Public street name signs shall have four-inch (4") white reflective Type B letters on a 
brown reflective background on a six-inch (6") tall, eight-hundredths-inch (0.080") thick 
aluminum plate. Private Street-name signs shall have four-inch (4") white reflective Type 
B letters on a brown reflective background on a six-inch (6") tall, eight-hundredths-inch 
(0.080") thick aluminum plate.  Private street name signs shall include the phrase 
"Private Street" (three-inch (3") white-reflective Type B letters) at the bottom and must 
be approved in advance by the City Engineer. 
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